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[EE) LKTOP Battery Smart Charging Case User Manual

Thank you for purchasing the LKTOP Neo Smart Battery Charging Case (hereinafter referred to
asthe ‘Charging Case"). Before using the Charging Case, please read this statement carefully.
Onceyou pi it that you h d d all the

of follow ions to use the product and pay special attention
to the precautions. LKTOP will not be responsible for any direct or indirect losses and injuries
caused by improper use of the Charging Case by the user.

LKTOP s authorized for use by LKF The product names and brands mentioned in this document
are trademarks or registered trademarks of their respective companies. This product and
manual are copyrighted by LKF. Without permission, no part of it may be copied or reproduced
in any form. The use of this product and manual does not impose patent liabiliy, and the final
interpretation right of this document and all refated documents of this product belongs to LKF:

Regarding the disclaimers in different language versions, there may be discrepancies. In Chin,
theC shall prevail, whit regions, the Engl

©2025 LKTOP All rights reserved. 7



LKTOP Battery Smart Charging Case User Manual

Please read and follow this document and all safety and compliance guidelines associated
with this product before using it.

Do not use the charging case in direct sunlight, rain, or humid environments

The charging case should be kept away from heat sources, high voltage, water, combustible
gases, and corrosive substances

In case of fire, use a dry chemical fire extinguisher properly. Using liquid extinguishers may
pose an electric shock isk.

Itis strictly forbidden to use the charging case during thunderstorms or lightning weather
Keep the inside of the charging case dry and avoid contact with water, oi, or other liquids.
Do not use the charging case after it has been submerged in water

When charging, keep it away from flammable materials and do not place the charging case
or batteries on a carpet while charging

Place the charging case on a flat and stable surface and pay attention to insulation and fire
prevention.

Do not touch the metal terminals of the battery interface with your hands or other objects. If
there are foreign objects attached to the metal terminals, wipe them clean with a dry cloth
when the power s off

Make sure to align the battery interface with the charging case interface and gently press to
insert; otherwise, it may cause battery damage.

Use the charging case at an appropriate ambient temperature (recommended 0°C to 40°C).
When moving or transporting the charging case, do not pull the power cord

Before use, ensure that the battery interface, charging case interface, and battery surface are
dry and free of water before connecting the battery to the charging case.

Do ot disassemble or damage the charging case in any way.

© 2025 LKTOP All rights reserved, 8



LKTOP Battery Smart Charging Case User Manual

The LKTOP Neo Smart Battery Charging Case is specifically designed for Neo smart flight
batteries. It is a multifunctional charging device capable of charging two Neo smart flight
batteries simultaneously. Equipped with two 5000mAh 21700 batteries, it allows for charging
on the go without the need to connect to a power source. The charging

connectivity, enabling users to monitor the charging and discharging status of the charging

case through the Polying APP on mobile devices. Its compact and lightweight design makes it

easy to carry, meeting charging needs effortiessly whether for otdoor travel or daily use.

1Button
2USB-C Port.

3Charging Case Indicator Light
4CH Indicator Light

5.CH2 Indicator Light

6CHT
7CH2
CH1/CH2 Battery Slot
CH1/CHZ Indiicator Light Display battery level
Charging Case Indicator Light Display the intemal battery power level
Button Press the button to check the battery level
USB-C Port USB-C Input/Output Port

© 2025 LKTOP All rights reserved, 9



LKTOP Battery Smart Charging Case User Manual

Charge for the Neo Smart Flight Batteries

This manual uses the LKTOP Neo Smart Battery Charging Case and the LKTOP 65W Portable
Charger as examples to demonstrate how to charge DJI Neo smart flight batteries, with a
maximum capacity of charging two DJi Neo smart flight batteries at once.

The Internal Battery Charge for the Neo Smart Flight Batteries
“Insert the Neo smart fiight battery into the charging case slot.
Flight Battery, and
indicator batery level.
3When the Neo smart light battery is fully charged, the corresponding status indicator light
will stop flashing, and allfour lights will be on.
4After flight battery case.

Use the Charger to Charge the Neo Smart Flight Batteries and the Internal Battery

“Insert the Neo smart flight battery into the charging case siot

2Connect the charger to an AC power source (100-240V, 50/60Hz), and connect the charging
case's USB-C port to the charger.

3During charging, the corresponding status indicator lights on both sides willflash in a loop,
indicating the current battery level.

4When the Neo smart flight battery is fully charged, the corresponding indicator light will
stop flashing, and all four lights will be on

5 After fight from case.

© 2025 LKTOP All rights reserved, 10




LKTOP Battery Smart Charging Case User Manual

Case andthe

Charging External Devices with Internal Battery

1.Connect external devices (such as a phone, remote controller) to the the USB-C port of
the charging case to charge them.

2While charging external devices, the charging case's status indicator light willflash in a
loop, indicating the current battery level

3 After the devices are fully charged, please promptly disconnect the connected devices.

[xa)

sing the LKTOP Neo
a Phone

se to Charge

n Example

/A 1When charging with the internal battery, the charging case intelligently detects the
battery levels and prioritizes charging the battery with more power remaining
2When charging via the USB-C port, the charging case automatically detects the battery
levels and prioritizes charging the battery with less power untilts level matches that of the

3When the internal battery is not fully charged, using the USB-C port for charging
allows both the an flight batter;

4.Ifthe USB-C portis not connected to any evice, it will automatically shut off output after 5
seconds.

© 2025 LKTOP All rights reserved, 1



LKTOP Battery Smart Charging Case User Manual

- APP operation steps
| Scan the QR code onthe nghtto download the Po\wng APP
pright comer
(please add the cx)frespond\ngAPP icon=4), and s1art eonnecung your phone.

3Bring your for
4Clckon theicon £ to ente the deviceirterface APR where you canview the frrs s
charging case and the power level of Neo smart flight battery and charging/ “\emiisacees -
time, as wel i

USB-C port
5 Fimware can be updated in real time online.

Product Name: LKTOP Neo Battery Smart Charging Case
Product Model NCO16

Compatible Battery Models: DJi Neo Smart Flight Batery(BWX521-1435-7.3)
USB-C Input: 5V-20V==3A, 40W Max

USB-C Output: 5Ve==2.4A, 12W Max

Intemal Battery Modet 21700 Li-lon Battery

Internal Battery Capacty: 5000mA*2 36V/5000mAh 7.2V/36Wh
Operating Environment 5C-40°C

Temperature:

Product Sze: 80°80*29mm

Packaging Size: 118105*33mm

Product Weight: 200g10% (Excluding cable weight)

PS: The weight and size information shown on this page are all manualy measured and may have
some errors. This is a normal phenomenon and is for reference only.

© 2025 LKTOP All rights reserved, 12



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

Vielen Dank fiir den Kauf der LKTOP Neo Batterie Smart Ladegehause (,Ladegehéuse").
Bitte lesen Sie diese Erklarung sorgfaltig durch, bevor Sie das Ladegehéuse verwenden. Die

Verwendung dieses Produkts gilt al und Annahme des gesamten Inhalts di
Erklarung. Bitte beach diese bei der des und
achten Sie darauf, dass die Vorsichtsmafnahmen beachtet werden. LKTOP haftet nicht fir
direkte oder hiiden oder Schaden, die aufgrund d

Ladekasse durch den Benutzer entstehen.

LKTOP wird von LKF lizenziert. Die in diesem Artikel aufgefiihrten Produktnamen, Marken usw. sind

d derjeweiigen | Dieses Produkt und
LKTO! Eine Kopie in keiner Form darf ohne
Erlaubnis erfolgen Die o keiner
 diesem Dokument und allen zugehcrigen
Dokumenten gehdren LKTOP.
Der Kannin sein, wobei
Version in China und die englische Version in anderen Regionen giilti sind

© 2025 LKTOP Alle Rechte vorbehalten. 13



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

Bitte lesen Sie diesen Artikel und alle Sicherheits- und Compliance-f R\cmhmen im

mit diesem Produkt h und befolg
degeh: h . Regen oder feuchter Umgebung.

L Hochdruck, Wasser, brennbaren Gasen
und Korrosionsmitteln femstehen

Bei mit trockenem Puiver zur
richtig, i flissigen K h I

s st streng verboten, die Ladebox bei Bitz und Gewter zu verwenden.
L ken niemals in Wasser, Ol und
andere Flissigketen.

Die Verwendung nach dem Einweichen st verboten.
b n

fern und legen Ladekoste
oder die Batterie auf den Teppich.

Bite o glatt bei der g und achten Sie auf
Brandschutz
lschy hluss der mit der Hand oder
Wenn die an wischen Sie sie
mit einem trockenen Tuch ab, wenn die Stromversorgung ausgeschaltet st
‘ diel che
wenn Sie auf Einlegen tippen, sonst kann die Batterie beschadigt werden
" dass Sie das L derrichtigen L verwenden
(empfohlen 0° C bis 40°C).
Ziehen Sie beim Bewegen oder Handiing des Ladegehsuses kein Ladegehéuse-Netzkabel
Stellen Sie vor der g sicher, dass die dieL
d trod bevor Sie die Batterie an das Ladegehause
anschiieBen.
+ Esistverboten, das Ladegehause Weise

© 2025 LKTOP Alle Rechte vorbehalten. 14



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

Die LKTOP Neo Batterie Smart Ladegehause ist ein speziell fr die Neo Smart Fiying
Batterie L ein Ladegerat, das zwei Neo Smart
Flying Batterien gleichzeitig aufladen kann, mit zwei eingebauten 5000mA 21700 Batterien,
die ohne Stromversorgung aufgeladen werden kinnen. Das Ladegehéuse unterstitzt
drahtlose Verbindungen und tiberwacht die Ladung und Entladung des Ladegehéuses iber
die Polying App. Das kompakte und leichte Design ist einfach zu tragen und erfillt die
Aufladungsbedirfnisse, egal ob Sie im Freien oder im Alltag reisen.

1. Tasten

2,USB-C Schnittstelle

3. Ladekasten Statusanzeige
4 CH1 Statusanzeige

5. CH2 Zustandsanzeige

6.CHI
7.CH2
CH1/CH2 Batteriefach
CHI/CH2
Ladekasten Statusanzeige Anzeige der interen Batterieleistung
Tasten Driicken Sie die Taste, um den Akkuladen zu sehen
USB-C Schnittstelle USB-C /O Schnittstelle

© 2025 LKTOP Alle Rechte vorbehalten. 15



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

Neue intelligente Flugbatterien aufladen

Diese Anleitung ist ein Beispiel fir das Aufladen von DJI Neo Smart Flying Batterien mit
LKTOP Neo Batterie Smart Charging Case und LKTOP 65W Portable Ladegerét, die bis zu
zwei DJI Neo Smart Flying Batterien aufladen kinnen.

Interne Batterie zum Aufladen der Neo Smart Flying Batterie

1. Stecken Sie die Neo Smart Flying Batterie in den Batteriefach des Ladegehéuses ein

2. Die interne Batterie iefert Stromversorgung fiir das Aufladen der Neo Smart Flying Batterie,
die entsprechende Zustandsanzeige auf beiden Seiten blinkt nicht und zeigt die aktuelle
Batterieleistung an.

3. Die entsprechende Zustandsanzeige hort auf zu blinken, nachdem die Neo-inteligente
Flugbatterie aufgeladen ist, und 4 Llchter leuchten

4. Wenn das Laden 1, bitte die intell
rechtzeitig aus dem Ladegehause

Ladegerét laden Neo Smart Flying Battery Batterien und interne Batterien auf
1. Stecken Sie die Neo Smart Flying Batterie in den Batteriefach des Ladegehauses ein.
hlieen Sie das Ladegeréi an die (100-240V, 50/60Hz) und
schneuen Sie die USB-C-Schnittstelle des Ladegerits an.
3.0 blinkt auf beid im Ladezustand und zeigt die

el Batterieleistung an.

4 Die entsprechende Statusanzeige hort auf zu blinken, nachdem die Neo-intelligente
Flugbatterie aufgeladen ist, und 4 Lichter leuchten

5 Wenn das Laden abgeschiossen ist, entfernen Sie bitte die intellgente Flugbatterie rechtzeiti
aus dem Ladegehause.

© 2025 LKTOP Alle Rechte vorbehalten. 16



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

#
[P0y

s LKTOP Neo B:
LKTOP 45W Portable Ladegerat

Nehmen Sie als Beis

ehause +d

Interne Batterien laden externe Geréte auf
1. AnschlieBen Sie ein externes Gerét (z. B. Handy, Fernbedienung) an die
USB-C-Schnittstelle des Ladegehauses, um es aufzuladen

2. Die Ladekasten-Statusanzeige blinkt wahrend des Ladezustands eines externen
Gerats und zeigt den aktuellen Batterielad an.

3. Wenn das Gerat vollstandig geladen ist, trennen Sie Ihr Handy und andere externe
Gerite rechtzeitig ab.

[xa)

piel das LKTOP Neo Batterie Smart

Nehmen Sie als
gehause + Handy

brging

Beim Aufladen der internen Batterie erkennt das Ladegehéuse intelligent die
Batterieladung, bevorzugt die Batterie mit hoherer Leistun

Bei dem Aufladen tber die USB-C-Schnittstelle erkennt das Ladegehause
automatisch die Batterieladung und ladt vorrangig die niedrigere Batterie auf, bis sie
mit der hoheren Batterie gleich geladen ist, anschlieBend werden zwei Batterien
parallel geladen, bis sie volistandig geladen sind.

Wenn die interne Batterie nicht aufgeladen ist, wird sie ber die
USB-C-Schnittstelle aufgeladen, so dass die interne Batterie und die Neo Smart
Flying Batterie gleichzeitig aufgeladen werden kinnen

Wenn die USB-C-Schnittstelle kein Gerat anschliet, schaltet sie den Ausgang nach
5 Sekunden automatisch aus

© 2025 LKTOP Alle Rechte vorbehalten. 17



LKTOP Neo Batterie Smart Ladegehause Bedienungsanleitung

- App Betriebsschritte
1.Scannen S den QD-Code auf der rechten Sete, um die
"Polying' APP herunterzuladen.
2 Offnen Sie Bluetooth, 6ffnen Sie die Polying-App und melden Sie sich an,
Kicken Sie auf + n der rechten oberen Ecke (figen Sie btte das
ol hinzu £53), Telefon v
2u beginnen. LKTOP-Websta WOLKTORCN
3 Telefon d warten Sie,
bisdie Verbindung abgeschlossen st
4 Kicken Sie auf das Symbol (= Die Ladung und der Entladungszustand
d (iberwacht der USB-C
-Schnittstelle Uberwacht werden.
5. Die Firmware kann in Echzeit online aktualisiert werden.

Produktname: LKTOP Neo Batterie Smart Ladegehéuse
Produktnummer. NCO16

Anwendbare Batteriemodelle: DJI Neo intelligente Flugbatterie(BWX521-1435-7.3)
USB-C-Eingang: 5V-20V=3A, 40W Max

USB-C Ausgang: 5V==24A, 12W Max

Batteriemodel: 21700 Lithium-lonen-Batterien
Batteriekapazitat : 5000mAh*2 3.6W/5000mAh 7.2V/36Wh
Arbeitsumgebungstem- 5C- 40°C

peratur:

ProduktgroBe: 80°80*29mm

Verpackungsgrofe: 118+105*33mm

Produkt Gewicht: 200g%10% (ohne Gewicht)

PS; Die auf dieser Seite angezeigten Gewichts- / GrBeninformationen sind manuell gemessen, es
gibt einen gewissen Fehler, der ein normales Phénomen ist und nur zur Referenz dient

© 2025 LKTOP Alle Rechte vorbehalten. 18



LKTOP Battery Smart Charging Case User Manual

WE ARE HERE FOR YOU
TECHNISCHER ONLINE-SUPPORT
TR

;:'Da

Scan Wechat Scan QR code
Follow L Visit L
hat um den ode, um
U
isH—H TR S RETOPARE U8 TELKTOPE A

“This manual is subject to updates without prior notice.
ktualisiert werden,

AERIEE, SABOE.

You can check the latest version on the LKTOP official website

Die neueste Version finden Sie auf der offiziellen Website von LKTOP
JERILIELKTOPE 75 IS B R
https://www.lktop.cn

if

Anregungen zur
kontaktieren Sie uns bitte per E-Mall

L A3

service@lktop.cn

BT, KTOPRIFEIA B
Copyright © 2025 T BT¥ERRIAFF
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